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spo-book MOVE QM87 
Der Alleskönner // Passiv gekühltes Intel® System für den mobilen Einsatz

The Allrounder // Fanless Intel® System for Vehicle Solutions

CPU Intel® Core i5-4300U 2 x 1,9 GHz (max. 2 x 2,9 GHz)

Chipset Intel® Haswell or Broadwell SOC

RAM max. 16384 MB SO-DDRIII LP RAM

GPU Intel® HD Graphics 4400

Storage 2 x 2,5‘‘ SATA III HDD or SSD (RAID 0,1)

ODD no

Expansions W-LAN, BT, 3G/4G network

Dimensions (H x W x D) 55 x 250 x 150 mm

Weight ca. 1,8 kg

Power Consumption Standby: ca. 1 Watt
Idle: ca. 17 Watt
Full Load: ca. 23 Watt

Power Source wide range 9V - 32 V DC // Power Management for Vehicles

Cooling keine Lüfter / fanless solution

VESA / Wall Mount no/yes

Material Metall / Metal

Availability Langzeitverfügbarkeit / long term availability

Application Mobile Solutions, Digital Signage, KIOSK / POS

Environment -40° C bis 70 ° C at 0%-95% rel. hum. (SSD)

Warranty 2 Jahre / years (bis zu / up to 5 Jahre / years)

Frontpanel   2 x USB 2.0
2 x USB 3.0  
2 x Gigabit LAN RJ45              
2 x SIM Card Slot

Backpanel 4 x COM (2 x RS-422/485)          
2 x Audio      
1 x DVI-I
1 x VGA  
1 x DisplayPort
4in/4out DIO

Certifi cates CE, FCC, EMark Compliance, EN50155, EN50121
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